
 18 

 

 
Yunrui ZHANG obtained a Bachelor's Degree in Applied Physics from Beihang University 
in 2024, possessing a solid foundation in physical theories and interdisciplinary insights into 
engineering disciplines. Currently, he is pursuing a Master's Degree at Beihang University, 
focusing on applied research in the field of engineering. His core research interests include 
structural fault diagnosis, vibration and noise analysis, among others. He places emphasis 
on exploring the practical application of relevant technologies in fields such as aviation and 
machinery equipment, and is committed to providing theoretical support for enhancing 
equipment reliability and optimizing operational performance. 

Photograph 

15th IFK 
Proc. of the 15th International Fluid Power Conference <Symposium/Conference>  

<DOI> 

All Open Access articles are peer-reviewed, distributed under the Creative Commons 
Attribution-Non Commercial 4.0 International 

 

Grain Microstructural Evolution of Friction Layers in 

Piston Pump Friction Pairs  

Song Yuhan1* Angerhausen Julian1 Schmitz Katharina2 
1 Weichai Power European Science & Technology Innovation Center 
2 RWTH Aachen University – Institute for Fluid Power Drives and Systems (ifas) 

*Corresponding author: E-mail address: yuhan.song@weichaidestic.com 

 

Abstract.  
 
In the frictional contact of piston pump friction pairs, the formation and evolution of the 
friction layer are accompanied by significant changes in the grain size, orientation, and 
distribution within the subsurface region. These grain-level structural characteristics 
critically influence the friction and wear behaviour of the contact interface. To clarify this 
process, cross-sectional EBSD (Electron Backscatter Diffraction) is carried out on 
specimens of port plate material after reciprocating sliding for different times under the same 
conditions. Changes in grain size, grain boundary misorientation angles, and crystal 
orientation reveal the rapid formation process of the friction layer. During the first hour of 
testing, the friction layer changes significantly. Grain size decreases, grain orientation 
rotation appears, and grain boundaries become pronounced with low-angle grain boundary 
(LAGB) to dominate. As the sliding continued, the layer thickness kept increasing until it 
stabilized after 2 h. From 2 h to 16 h, a stable hierarchical structure is established, consisting 
of an ultrafine-grained surface with persistent {111} alignment, an LAGB-rich transition 
zone, and the unaffected base material. These findings demonstrate that friction causes time-
dependent stratification of microstructure and that the coupled evolution of refinement, 
boundary character, and orientation selection underpins the stability of the tribolayer, 
providing a quantitative basis for gradient design of wear-resistant hydraulic components. 
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1. INTRODUCTION 
As a key element of hydraulic systems, axial piston pumps directly influence overall 
efficiency and reliability through their operational stability and durability. Under long-term 
high pressure and high-speed sliding, the friction surfaces gradually undergo wear , resulting 
in increased friction, lubrication deterioration, and leakage. This will reduce efficiency and 
durability, as well as cause damage to components. Therefore, an in-depth study of the wear 
mechanisms of key friction parts of piston pumps and their microstructural evolution is of 
great significance for extending service life and optimising lubrication design. Extensive 
research has been devoted to improving the tribological behaviour of piston pump 
components through surface texturing [1], operating-condition control [2], structural 
optimisation [3], material selection [4], coating design [5]. 

However, even with such optimisations, friction pairs inevitably experience a run-in stage. 
During this process, engineered systems transition from the initial state to a stable operating 
state by removing microscopic asperities via wear or plastic deformation, thereby improving 
surface conformity and friction stability [6]. R. Ivantysyn, et al analysed the running-in 
period of axial piston pumps, focusing on clarifying the effects of operating parameters and 
contact geometry on surface behaviour [7]. Tappeiner, et al. studied the optimisation of the 
surface roughness of the friction part of piston pumps, emphasising low friction and low 
wear achieved by matching the appropriate running-in mechanism with roughness 
parameters [8]. W. Jiao investigated the effects of initial surface roughness, speed and 
pressure on the tribological properties of axial piston pump port plate pairs under low-
pressure conditions with respect to the run-in effect. The results show that higher speed and 
initial roughness shorten the run-in time, while higher pressure leads to an increase in the 
fluctuation amplitude of the friction coefficient. The wear mechanism is mainly 
characterised by abrasive wear [9]. A. Paulus studied the evolution of the friction layer when 
lead-free copper was used for the piston pair and found that under lubricated sliding contact 
conditions, both bronze and brass could form a stable boundary lubrication layer, and the 
formation mechanism was mainly attributed to the friction chemical reaction of tin oxide 
(SnO/SnO₂) and zinc sulphide (ZnS), which effectively reduced the coefficient of friction 
and improved the wear resistance [10]. At the contact interface, structural changes in the 
material can cover a depth range from a few nanometres (e.g., amorphization) to a few 
microns (e.g., phase transitions, recrystallization), which can lead to significant differences 
in the properties of the surface material compared to the substrate, including strength, 
corrosion resistance, lubrication properties, friction behaviour, and wear resistance [11]. 

Existing studies mainly focus on the macroscopic wear behaviour of the piston pump friction 
pair during the run-in stage, while there is a lack of systematic research on the microstructure 
evolution of the material during the run-in process and its influence on the tribological 
properties, as shown in Figure 1.1. Especially, the evolution law of the microstructure of the 
piston pump friction pair still needs to be explored. 
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Figure 1.1. Schematic diagram of the microstructure of the friction layer 

This study aims to systematically investigate the evolution of microstructure of the friction 
pairs from the running-in period to the steady state by using microanalysis techniques EBSD, 
and to analyse the characteristics of the friction layer's thickness, grain refinement, and 
orientation change in the process of friction, as well as their contribution to the wear 
resistance, to provide scientific basis for the optimization of the mating piston pump friction 
pair design. 

2. MATERIAL AND METHODS 

This section outlines the sample preparation, friction testing, and procedure for analysing 
the characterisation of friction layers. 

2.1. Sample Preparation  

Sample Preparation for friction test: the test specimens are the CuZn28Al4Ni3Si alloy, a 
widely used material for axial piston pump port plates due to its excellent wear resistance 
and mechanical properties. The specimens were machined into 24 mm × 6.9 mm discs, and 
surface roughness was controlled to Ra 0.4 μm, ensuring the same as the port plate surface. 
Before testing, all specimens were cleaned according to DIN 51834 standards, using ethanol 
and ultrasonic waves for cleaning, followed by drying with compressed air to remove 
residual contaminants. The other material in the friction pair consists of a QT600 steel pin 
with a diameter of 10 mm, which was manufactured and heat-treated in the same process as 
the cylinder block and installed as the upper test specimen. 

2.2. Methods 

The friction testing is performed on a sliding tribometer (SRV®5) in accordance with 
DIN 51834 standards. The test configuration consisted of a Pin-on-disc contact under 
lubricated conditions. The tribological experiments were conducted under the following 
conditions: frequency: 10 Hz、stroke length: 2 mm, normal load: 400 N, temperature: 50°C 
(preheating for 5 minutes before testing to ensure thermal stability), lubrication: mineral-
based hydraulic oil (ISO VG 46 HLP46), refreshed before each test. Operating conditions 
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remain constant, only time is varying. Six durations were set: 0.5 h, 1 h, 2 h, 4 h, 8, and 16 h, 
with three independent specimens per duration (N = 18).  

To investigate microstructural evolution and crystallographic orientation, micrographs and 
orientation maps were obtained using a field-emission SEM (Zeiss Gemini SEM 500) 
equipped with an EBSD detector (Oxford Instruments Symmetry2). EBSD mapping was 
performed at an accelerating voltage of 20 kV, with a 120 μm aperture and a step size of 
50 nm. After acquisition, the EBSD datasets were indexed and cleaned in Oxford 
Instruments, and subsequently processed to extract grain size statistics, grain boundary 
distributions, and grain orientation (inverse pole figure, IPF) by software. 

Phase analysis was conducted using X-ray diffraction (XRD) with a Bruker D8 Advance 
diffractometer, equipped with a Cu-Kα radiation source (λ = 1.5406 Å). measurement 
conditions, scanning range: 5°–90° (2θ), step size: 0.02°, scan speed: 1°/min. The main 
purpose is to obtain an unknown phase of the material, which is passed to the EBSD test for 
phase determination. 

2.3. EBSD Sample Preparation 

Obtaining a complete subsurface grain-structure is challenging; sectioning and polishing 
must minimise the removal of tribolayer. Edge rounding caused by cutting, inlaying, or 
polishing can remove part of the tribolayer, cutting off the layer and making the actual 
thickness no longer measurable. To preserve the as-formed structure, cross-sections were 
prepared as follows: The wear-track surface was first sputter-coated with a thin Pt film to 
protect against local tearing during sectioning. At the centre of the friction zone, vertical to 
the sliding direction, a low-deformation cutting process is employed. To avoid edge 
rounding and prevent subsequent disassembly, specimens were inserted into hard conductive 
resin using a hot-dipping process, enabling direct analysis of the cross-section after insertion. 
The polishing process involved using SiC sandpaper (grit sizes ranging from 800 to 4000) 
until scratches were eliminated, followed by final chemical-mechanical polishing: colloidal 
silica (OPS, approximately 0.04 μm SiO₂) was applied at 50 rpm under low load (10 N) for 
5 minutes to remove residual deformation layers. After polishing, the wear zone was re-
inspected to confirm that the tribolayer remained continuous and was not polished, and the 
target region was marked with conductive adhesive. The specimen was then cleaned, dried, 
and examined by EBSD. 

 

Figure 2.1. Sputter-Coated & Sectioned Specimen and Polished EBSD Cross-Section 
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3. RESULTS AND DISCUSSION 

This section presents research findings spanning from tribological responses to subsurface 
mechanisms. Section 3.1 analyses friction-time behaviour, wear cross-sections, and the run-
in and steady-state phases. Section 3.2, through X-ray diffraction combined with ICDD-PDF 
(International Centre for Diffraction Data – Powder Diffraction File) validation, analyses 
the phase composition of the distributor plate and provides critical background information 
for EBSD analysis. Section 3.3 employs EBSD techniques to investigate the depth-time 
distribution of equivalent grain size, grain boundary angle, and grain orientation across 
cross-sections at different time points. 

 

3.1. Friction Behaviour and Surface Topography  

In the study of hydraulic pump friction pairs, the coefficient of friction (COF) and wear are 
key parameters that characterise tribological performance. Both indicators are influenced by 
two concurrent mechanisms: material detaches from the surface, and on the other hand, the 
surface layer undergoes microstructural evolution under high stress and friction. These two 
mechanisms exist together under sliding lubrication conditions and directly influence the 
friction response and endurance of the friction pair.[12] 

The evolution of the coefficient of friction over time is shown in Figure 3.1. The results 
show the trend of the friction coefficient over time, presented as mean ± 1 standard 
deviation. The shaded areas indicate the standard deviation range with three specimens 
measured at each time point. During the initial 10 minutes (left figure), all groups showed 
low and quasi-constant friction coefficients. On a long-term scale (right figure, logarithmic 
time scale), the variability of the friction coefficient becomes more significant. The 
coefficient of friction increases between 0.5 h and 2 h. Between 2 h and 5 h, it remained at 
a high level with moderate fluctuations, before reducing again. Finally, after about 6 h, the 
coefficient of friction stabilized, with the range of the mean ± 1 standard deviation gradually 
narrowing, indicating that the system was approaching steady-state. This indicates that time 
dominates the evolution of friction behaviour. Regardless of the total test duration for 
individual specimens, results obtained at identical absolute time points remain consistent. 

The curves for all specimens exhibit typical running-in characteristics: a rapid increase 
followed by a peak in the early stage, then a gradual decline toward stability. This closely 
aligns with Blau's summarised friction transition law, wherein the friction pair initially 
shows a rapid rise in the coefficient of friction before entering a stable wear phase [13]. 
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Figure 3.1. Time Evolution of the Coefficient of Friction 

Within the first 6 h of measurement, the coefficient of friction changes significantly, 
indicating that the interface is still undergoing intense adjustment and the surface structure 
has not yet stabilised. As time progresses, the peak gradually decreases and its decay 
becomes more gradual, ultimately maintaining a low value and a stable range. This trend 
can be attributed to friction-induced grain refinement, changes in grain boundary angles and 
grain orientation [14–16]. The sustained friction process promotes the stabilisation of the 
surface microstructure, thereby effectively suppressing friction fluctuations. 

The cross-sectional profiles of the wear scars (Figure 3.2) illustrate the temporal evolution 
of wear depth. At the early stage (0.5 h and 1 h), the wear scars are shallow, and the cross-
sections appear relatively smooth, indicating that the material removal is primarily governed 
by surface plastic deformation accompanied by slight delamination. By 2 h and 4 h, the wear 
depth increases significantly, and the cross-sections evolve into sharp “V-shaped” grooves. 
When the sliding time is further extended to 8 h and 16 h, the wear depth reaches its 
maximum. The good correlation between wear depth and friction coefficient indicates that 
the system is transitioning from run-in phase to steady-state friction. 

 

Figure 3.2. Central Groove Profile vs. Time 
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From a contact mechanics perspective, in the early stages of contact, the interaction is point-
to-surface, resulting in extremely high localised stresses that easily lead to strong plastic 
deformation and ploughing, which increases the friction coefficient. As sliding progresses, 
the actual contact area increases and becomes more conforming, with the point-to-surface 
contact gradually transitioning to surface-to-surface contact. The bottom of the wear scar 
changes from flat to curved, and the contact state tends toward stability [17–19].  

However, the above observations primarily reflected friction responses, revealing limited 
insights into the of the friction layer mechanisms. To uncover this, cross-sectional EBSD 
was used to construct depth–time maps, tracking grain refinement, orientation selection, and 
boundary evolution and relating these to friction and wear. This microstructure-to-property 
linkage clarifies how the tribolayer forms, evolves, and reaches a steady state. 

 

3.2. Phase Identification 

The XRD pattern of the port plate material is shown in Figure 3.3. It displays the XRD 
diffraction pattern of the end plate material, analysed in conjunction with reference PDF 
cards for potential constituent phases. The diffraction peaks correspond to three phases: 
Co₃Ni, CuZn, and Cu₀.₆₆Zn₀.₃₄. Among these, only a faint Co₃Ni diffraction peak was 
detected, indicating an extremely low content of this phase. 

 

Figure 3.3. The XRD pattern of the port plate material 

The results show that this phase belongs to the FM3M space group and has a face-centred 
cubic (FCC) structure. By analysing the diffraction peaks, the crystal structures of each 
phase were determined, providing fundamental data for the following EBSD testing. This 
can help deeply understand the microstructural characteristics of the port plate and their 
impact on material properties. 
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3.3. Time-dependent evolution of the microstructure of the friction layer 

Figure 3.4 shows the SEM cross-section at 8 h: the interface is generally smooth, with no 
through-peeling observed, nor significant edge rounding, chamfering, or polishing marks, 
indicating that the sample preparation process preserved the true form of the friction layer. 

 

Figure 3.4. Cross-Sectional SEM at 8 h (Wear-Track Centre) 

Figure 3.5 shows the EBSD results, with three results for each time point, only one of them 
is displayed here. All maps are displayed as IPF-ND (normal direction) colourings, with 
orientations defined by the accompanying inverse pole-figure triangle (red is {001}, green 
is {110}, blue is {111}). High-angle grain boundaries (HAGB, ≥15°) are shown in black 
line; low-angle grain boundaries (LAGB, 2–15°) in green line. Regions affected by severe 
plastic deformation or delamination, as well as exogenous large particles (third-body 
debris), were masked and excluded from quantitative statistics. Near-surface nanograins 
approach the EBSD step-size and pattern-quality limits; values in this range should be 
regarded as lower-bound estimates. 
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Figure 3.5. Time evolution of the friction layer cross-section at the centre of the grinding 
mark (0.5 h–16 h) 

Grain Size Analysis. EBSD results show that the friction layer at different friction times 
shows a significant delamination and refinement: surface grains are clearly refined, while 
base material grains remain large and almost unaffected [20]. At 0.5 h, the friction layer was 
thinnest, with surface grains appearing refined, indicates that in the early stage, the local 
high stress and friction were already enough to cause a significant plastic deformation [21]. 
By 1 h, the fine-grain layer had significantly thickened and expanded, though its grain size 
remained larger than that at 2 h. Concurrently, EBSD images revealed external grains from 
the counter-friction material embedded within the copper alloy friction layer, indicative of 
third-body inclusion during friction [22]. At 2 h, the layer rapidly increases in thickness and 
reaches a local peak, indicating the intense surface refinement and rapid evolution during 
the early friction stage. From 2 h to 16 h, the friction layer thickness no longer increased 
significantly but stabilized at a higher thickness., as shown in Figure 3.6. The layer thickness 
is defined as the combined thickness of the ultrafine-grained surface layer and the transition 
layer, excluding the unaffected base material. The gray dots represent individual sample 
measurements, while the gray shaded areas denote the mean ± 1 standard deviation for all 
samples at each time point, the black line as a trend reference.  


